SOLID KYNAR OR TEFLON
RETAINER DISK
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HOUSING: SCHEDULE 20 KYNAR OR TEFLON LINED
CARBON STEEL. A
FLANGES: 150LB RATED (ANSI B16.5 DRILLING)

MIXING ELEMENTS: AVAILABLE WITH SOLID KYNAR
OR GLASS FILLED TEFLON ELEMENTS

ELEMENT CONFIGURATION: DUAL—MAX| WELDED
TOGETHER AS AN ASSEMBLY

TABULATION BLOCK
LINE SIZE | 3 ELEM. | 4 ELEM. | 5 ELEM. | 6 ELEM. LINER .D. LINED
NPS L L L L THICKNESS PIPE
1 5 5 5 1/2 6 1/2 .100 0.849
11/2 5 7 8 1/2 10 1/2 .100 1.410
2 6 8 1/2 11 13 .100 1.867
3 8 1/2 12 15 1/2 19 .100 2.868
4 11 1/2 16 21 25 1/2 125 3.776
6 17 24 1/2 31 1/2 39 145 5.775
8 23 33 42 52 160 7.661
10” THRU 24" CALL
ALL DIMENSIONS ARE IN INCHES
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OUTLINE & MOUNTING CONFIGURATION

TYPICAL LINED STATIC MIXER

AVAILABLE
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