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HOUSING: CARBON STEEL — A53 GR B SCHEDULE 40
STAINLESS STEEL — TYPE 316 SCHEDULE 40
P.V.C. — SCHEDULE 80
F.R.P. — 150 PSI RATED FILAMENT WOUND

FLANGES: ANSI B16.5 — 150 LB DRILLING
CARBON STEEL & STAINLESS STEEL — RAISED FACED
PV.C. — RAISED FACE VANSTONE
F.R.P. — FLAT FACED

MIXING ELEMENTS: FOUR (4) NON—FOULING 40% OPEN

TYPICAL MODEL NUMBER:

HPC — 4 — 4
"L NUMBER OF ELEMENTS, 4
LINE SIZE, 4 inch in example
MATERIAL, refers to Carbon Steel
SERIES IDENTIFIER

DOWNSTREAM END VIEW

SYMBOL MATERIAL MIXER RATING

C CARBON STEEL 260 PSIG/200°F
S STAINLESS STEEL 240 PSIG/200°F
F FIBERGLASS 150 PSIG/165°F
P PVC 150 PSIG/100°F

TABULATION BLOCK
LINE L1
Nes | z1/ | 12

3 16 4

4 21 5

6 32 6

8 40 8

10 50 10
ALL DIMENSIONS ARE IN INCHES

KOMAX HI-PASS STATIC MIXER

THIS DOCUMENT IS THE PROPERTY OF | MANUFACTURED UNDER ONE OR MORE OF THE FOLLOWING U.S. PATENTS

KOMAX SYSTEMS, INC. THE INFORMATION | 3301813 3923288, 4034965, 4208136, 4614440, 4808007,
HEREON MAY NOT BE USED NOR | 5066137, 5176448, 5484203, 5758967, 5947597, 6024842,
REPRODUCED WITHOUT THE WRITTEN | 6027241, 6082713, 6102561, 6132079, 6276823

PERMISSION OF KOMAX EMS, INC. OTHER U.S. AND FOREIGN PATENTS PENDING

=—IKOMAXSYSTEMS, INC.

P.0. BOX 1323 WILMINGTON, CA 90748-1323 310—830-4320 FAX: 310-830-9826

OUTLINE & MOUNTING CONFIGURATION

STANDARD 4 ELEMENT HI-PASS "HP” SERIES MIXER
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